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Recommended Enclosure 

Enlosure type Volume Qtc F3 Port/FB 

Vented/Ported 32L incl. Subwoofer/port - 42 Hz 
Aero Port 4”  
Length 28 cm 

The BEAT series subwoofers will surprise you! The quality is high and the series is a game changer in the 

entry level arena. There is a 250W continuous power handling, a 2” 4 Ohm voice coil, a big rubber 

suspension with dual orange seams and a Y25 40oz magnet. The BEAT subwoofers are well engineered and 

offer a high price/performance ratio for hour of low frequency fun!   

 

- 10”/25cm Subwoofer 

- 250W RMS / 500W MAX 

- 2” 4 Ohm Voice coil 

- Steel Basket 

- Non pressed paper Cone  

- Rubber Suspension (Dual stitching) 

- 40oz Y25 Ferrite Magnet (140x20mm) 

-  Cloth spider 

 



 

GAS CAR AUDIO  ׀ Adolfsbergsvägen 6, 702 27 Örebro, Sweden  ׀ www.gascaraudio.com 

BEAT 104 10” SUBWOOFER 
Art. No. BEAT104 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Technical Specifications: 

Component: Subwoofer 

Size: 10” 250mm 

Power Handling (RMS): 250W 

Power Handling (MAX): 500W 

Impedance: 4 Ohm 

Frequency response: 30-150Hz 

Sensitivity: 84,9dB 1W/1m 

Mounting Depth: 123mm 

Mounting Hole Diameter: 235mm 

Weight: 6,5kg 

Electro-Acoustic Parameters 
 

 Fs 30,76  hz 

 Re 3,4  ohm 

 Qms 5,09  

 Qes 0,5  

 Qts 0,46  

 Cms 0,23  mm/N 

 Mms 117,43  g 

 Bl 12,42   

 dBspl 84,9  

 VAS 33,34  L 

 Sd 323,65   cm² 


